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SPECIFICATIONS 

Gouge 

Chamber 

Action 

Magazine Capocity 
Weight 



20 

3" 

Gas Operated 
4 <2 with plug) 
6-'/^ pounds 



STOCK DIMENSIONS 

Field: ivti" X 2W" X 14" 
Skeet: X X 14" 



Product Warranty 

Ithaco products arc warranted against de- 
fects in workmanship ond materials for one 
year from purchase. Manufacturer's warron^ 
obligations are limited to repair or reploce- 
ment of defective parts in products returned 
to its or on authorized Worronty Repoir Sta- 
tion ond rTvonufacturer assumes r>o liobillty 
for ony incidental or consequential damages. 
Ithaca guns are designed, nsanufactured and 
proof-tested to specifications of factory load- 
ed ammunition. Use of other than factory 
loaded ammunition invalidates this warranty. 
No warranties ore authorized to be made 
other than those stoted herein. This warranty 
is expressly in lieu of any other expressed or 
impl»ed warranties, including any implied 
worranty of merchontabilify or fitness, ond 
of any other obligation on the port of the 
manufacturer. 
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Ithaco - SKB 
XL 300 and XL 900 
Gas Semi - Automatic 
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ASSEMBLY 2 



Your r>ew Hhoca-SKB 20 9 a. gos operated 
iefni-outomotk shotgun is pockoged with 
the barrel removed from the action. 

To prevent possible dkamoge to your new 
gun, please follow the assembly steps out- 
lined below. 



1. Remove the magazine cop and slide 
the forend off the mogozirve tube. 




2. Open the oction by pulling the chorg- 
ing handle to the rear until it stops. It 
will lock in this position. 



Using a clean soft cloth, wipe the mogo- 
zirw tube to rennove the preservotive oil. 
NOTE- Do not oil this tube except for 
long term storage! 

Use a good quolity cleaning rod with 
a doth patch to remove all traces of 
preservotive oil from the bore. 




slide the barrel ring over the mogazirte 
tube and barrel into the receiver. Be 
sure the barrel is fully seoted In the 
receiver. 

Slide the forend olong the magozine 
tube until fully seated (about of the 
forward end of the magazine will show 



3. 



when forend is fully seoted). Install the 
magazine cap and tighten finger tight. 




DISASSEMBLY AND CLEANING 




Tiuooeii 



CABRIIK 

riATI 



CAWUn LATCH 
MITTOM 



CHAR MHO 
NAMOLl 



TRtOOM RLATI 
MM 

•OLT 



4. Put the safety in the "ON" position 
(Red Ekjnd Hidden). 

Check chomber and nx»gazine for 
shells. 

Remove magazirw cap ord forend. 
Open the action and remove the bar- 
rel forward off the magazine tube. 

5. Holding the charging handle with one 
hand, depress the corrier releose but- 
ton ond allow the boh to go forward 
slowly. 

Push out the two trigger plate pins ond 
pull forward and down to remove the 
trigger group. 



•UPPOHT SLOCK 
RCTAINSR SPRINO 



1 



-- — 1 

6 . At the forword end of the receiver is 
the support block and the support block 
retoiner spring. Rotate this sprirtg 






4. 



5. 



counter clockwise until it clears rhe sup- 
port block prn. Lift the support block 
up ond forward. 




7. A sharp pull straight out on the charg- 
ing handle will releose if from the bolt. 
Slide the gas sleeve and the action bar 
fofword off the magazine tube. NOTE; 
Carbon buildup on the mogazine tube 
may make removal of the gos slee-ze 
difficult. If so, use 00 steel wool soaked 
in cleming solvent to remove excess 
carbon from the mogazirbe tube. W pe 
dry with a clean cloth. 




i 



8. The adlion bor noay be remeved from 
the gas sleeve by Iffting the 'ear to dis 
the lodcing cams. 




9. Cleon oil ports by washing with □ good 
solvent of*d w pe dry with o soft cloth. 
Oil oil on cointj on trigger or>d bolt 
assemb iei w rh a goexJ light oil. Do 
not oil magazine tube or gas sleeve. 
Borrtrl may be cleoned wi'h a prOf.v=n 



size patch and solvent If bore becenses 
leaded, use o wire bore brush Cleon 
the tsrrel ring and the gas po**s with a 
soft cloth or^ solverit. If there is heovy 
carbon buildup »n this areo use a soft 
wire brush or knife b'ade to genf'y 
scrape the carbon away. Be careful 




VO'E. ^ TC' ettempf to 'emua the gas Salecor 



Afev:-, dsosseir.bly of the Hgger group and gas 
seteemr no errrn only by □ quo/tt^ed 

repair i'xrtiori 



PROPER POSITION OF LOADAMATIC 

saeaoR 




10. This tthaca-SKB shotgun is equipped 
with a gos selector ic allow you to fire 
all loads in the sotite borrel. fo assure 
proper function the sclccfar switch must 
be set os follows: 

For all 2^4" ord 3 ' MAGiJUM ammuntior olign 
rSe leitei v*ilh ’he inde* point. 

For all other oads align the letter 'V wth tlit 
nde* po nr A ro.n n' the bate rim at a tired vnei 
may he used to post on the solec'or swv ich NO’E 
^irng T.ognuin loads on "L ' settng <yill irK.,-eOse 
reco*' Ota moy domoge you' Qvr 

Double-click here to edit 




7. 



Loading and Unloading 6 . 



14. Make certain gun is empty. Put safety 
in on position by pushing button teft to 
right until red disoppeors. 




15. To load chomber, pull bock charging 
handle until octlon remains open. Insert 
shell into loading port of receiver ond 
slowly dose action. Notei A round will 
feed from mogozine to chomber when 
chorging hondle Is pulled bock by bond. 




16. To lood magazine, depress corrier latch 
button and push carrier plate down. In- 
sert shell into magazine until it is held 
by the shell stop, Mogozine copacity is 
four rounds (two with plug irtstalled). 




17. To unload magozine, depress corrier 
latch button and push carrier plate 
down. Holding shell stop with thumb, re- 
move shells from magazine. To unload 
chamber, pull back charging hondle. 
Notei All shells moy be removed by 
pulling bock charging handle and cycling 
shells from mogazirw to chamber. 




NOTE: The stock and forend on the Model 
XL 900 Deluxe ore finished with an exclusive 
highlight finishing process which is opplied 
by hand and provides the outstarvding op- 
pearance lortg ossociated only with the finest 
grained walnut. RefinishIng should not bo at- 
tempted. Severely marred stocks should be 
replaced by the factory. 

Installation of 3 -Shot Mogozine Plug 

(To comply with Federal Migratory Bird Regu- 
lations) 

1. Remove magazine cap while holding 
barrel securely. 

2. Insert the magozine plug directly into 
the center of magazine until the flat cap 
of the plug rests on the end of the maga- 
zine spring retainer. 

3. Reassemble gun in regular manner. 






